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Company / Department:  User Name:  

Date Facepiece inspection:
Checking for dirt, damage, 
damp and contamination

Head harness cradle / neck 
strap inspection: Remove and 
refit checking for dirt, damage, 

damp and contamination

Exhalation valve cover and 
seat inspection: Remove and 

refit checking for dirt, damage, 
damp and contamination

Typhoon exhalation 
diaphragm inspection: 

Remove and refit checking 
valve and valve seated position 

is free from dirt, damage, 
damp contamination. 

Filter(s) inhalation valve 
inspection: Check for 

dirt, damage, damp and 
contamination

Filter(s) gasket inspection: 
Check for dirt, damage, damp 

and contamination

Functionality check: 
Carry out a face seal / 

fit check

YYYY
Jan
DD INSPECTOR NAME

Feb
DD INSPECTOR NAME

March
DD INSPECTOR NAME

April
DD INSPECTOR NAME

May
DD INSPECTOR NAME

June
DD INSPECTOR NAME

July
DD INSPECTOR NAME

Aug
DD INSPECTOR NAME

Sep
DD INSPECTOR NAME

Oct
DD INSPECTOR NAME

Nov
DD INSPECTOR NAME

Dec
DD INSPECTOR NAME

FORCE™8 REUSABLE HALF MASK
Monthly Respiratory Protective Equipment Maintenance Record Sheet

Do not swap components from one mask to another, ALWAYS use replacement parts as recommended by the manufacturer
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