
Date

Bump cap liner and 
shell inspection:

Remove and replace 
checking for dirt, 
damage, damp, 
contamination

Sizing band & 
buckle inspection/ 

functionality: 
Adjust and check for 
dirt, damage, damp, 

contamination

Face skirt 
inspection:

Remove and replace 
checking for dirt, 

damage, damp, and 
contamination

Filter(s) / 
prefilter(s) 

inspection: Remove 
and replace 

checking for dirt, 
damage, damp and 

contamination

Filter(s) gasket 
inspection: 

Check for dirt, 
damage, damp and  

contamination

Visor inspection: 
Check for dirt, 

damage, damp and 
contamination

Battery inspection:
Remove and replace 

checking for dirt, 
damage, damp and 

contamination

Charging dock/ 
power supply 
inspection: 

Check for dirt, 
damage, damp and 

contamination

Charging dock / power 
supply functionality check: 

Red light - charging 
Green light- fully charged

Airflow indicator 
product functionality 

test/check: with 
filters fitted, check 

airflow indicator level 
within green zone

YYYY
Jan
DD INSPECTOR NAME

Feb
DD INSPECTOR NAME

March
DD INSPECTOR NAME

April
DD INSPECTOR NAME

May
DD INSPECTOR NAME

June
DD INSPECTOR NAME

July
DD INSPECTOR NAME

Aug
DD INSPECTOR NAME

Sep
DD INSPECTOR NAME

Oct
DD INSPECTOR NAME

Nov
DD INSPECTOR NAME

Dec
DD INSPECTOR NAME

Company / 
Department:  

User Name: Model Type: Serial Number:
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POWERCAP® ACTIVE™ 
Monthly Respiratory Protective Equipment Maintenance Record Sheet

Do not swap components from one PowerCap ACTIVE to another, ALWAYS use replacement parts as recommended by the manufacturer 
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