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Do not swap components from one PowerCap Infinity to another, ALWAYS use replacement parts as recommended by the manufacturer

Date

EVO®5 helmet 
inspection: Internal / 
external check for dirt, 

damage, damp and 
contamination

Head harness 
inspection:

Remove and refit 
checking for dirt, 

damage, damp and 
contamination

Face seal skirt 
inspection:

Remove and refit 
checking for dirt, 

damage, damp and 
contamination

 Visor / peel off 
inspection: 

Check for dirt, 
damage, damp,
contamination

Visor function check: 
Raise and lower visor

Battery pack  
inspection: Remove 

and refit checking for 
dirt, damage, damp 
and contamination

Battery charge level 
function: disconnect power 

cable from battery, press 
battery power symbol 

momentarily to identify 
battery charge level.

Filter(s) and prefilter(s) 
inspection: Remove and 

replace checking for 
dirt, damage, damp and 

contamination

Filter(s) gasket 
inspection: Check for 
dirt, damage, damp 
and contamination
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Filter cover(s) inspection:
Remove and refit checking 
for dirt, damage, damp and 

contamination

 Product functionality check/
Airflow indicator test: With 
filters fitted, Power up Infinity 
momentarily, invert helmet, fit 
airflow indicator - green zone

Head up display 
indicator functionality: 
Check green light visible

Functionality check when 
worn and green light visible: 

Continuous rapid deep breathing 
(5-6 seconds) exercise to deliver 

increased motor speed

Charge dock & 
power supply inspection: 

Check for dirt, damage, damp 
and contamination

Charge dock and power supply 
functionality: identify green 

light without battery fitted and 
red light with battery fitted, 
green light identified on fully 

charged battery dock

Carry case and strap 
inspection: Check for 

dirt, damage, damp and 
contamination
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