
MOUNTS ONTO JSP’S STANDARD PLASTIC LAMP BRACKET FOR MK7™, EVO2®, EVO3®,EVO8® & EVOLite®

LED HELMET TORCH

MATERIALS
ABS casing

Polycarbonate lens

Chromed plastic reflector

ALKALINE BATTERY LIFE
100%: 5-8 hours

50%: 15 hours

Flash: 30 hours

TECHNICAL
SPECIFICATION

HEAD PROTECTION
ACCESSORIES

FEATURES & BENEFITS
Contains 1 x CREE® Q5 LED

Brightness: 100 lumens

Function: 100%-50%-Flash-Off

Battery: 3AAA

Illuminates objects up to 50m away

CREE® Q5 LEDs are impact resistant and will last up to 100,000+ hours

Lightweight, compact size

Adjustable mounting angle

DIMENSIONS OF HELMET TORCH
Height: 72mm

Height: 72mm

Length: 72mm

Weight: 0.093kg
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CLEANING & MAINTENANCE
If the torch becomes dirty, uses a damp cloth soaked in a mild 
detergent solution to remove any surface grease, ensuring no 
water enters the battery chamber

To change batteries, unscrew the rubber-coated bezel and replace 
used batteries with new. Replace bezel, ensuring the seal is tight

INSTRUCTIONS FOR USE
To turn the torch on, push switch button on the side – 3 power 
settings: High, Low & Flashing/ Hazard

To replace batteries, unscrew the bezel completely to reveal the 
battery chamber. Replace old batteries with new and screw bezel 
back on


